
A
 range of audio and video connectors incorporating m

any innovative features.  
A

ssem
bly and disassem

bly is screw
less and is achieved by a few

 turns of the back shell. 
-A

vailable in satin nickel or m
att black finish, w

ith silver gold plated contacts. 
-The strain relief collet ensures a positive cable grip. 
-G

enerous solder buckets enable easier cable assem
bly as w

ell as catering for larger 
conductor sizes. 
-A

 range of coloured plastic coding rings is also available, each w
ith a single num

ber 
m

oulded in, offering a quick and easy system
 of channel identification. 

 (N
ote: these connectors are not suitable for m

ains applications) 

M
echanical Properties 

C
able retention 

 
C

huck and screw
 collar 

C
able range 

 
 

�
 2.8m

m
 to �

 8.0m
m

 
H

ousing 
 

 
Zinc high pressure diecasting 

 
 

 
 

satin nickel or black chrom
e 

C
ontact base 

 
 

V
alox D

R
48 

C
ontacts 

 
 

B
rass, 3 m

icrons silver anti-tarnish 
 

 
 

 
finish or 0.5 m

icrons gold 
Strain R

elief  
 

 
P.V

.C
. (black) 

Sealing ring 
 

 
Santoprene (U

L 94 H
B

) 
C

huck  
 

 
A

cetal (U
L 94 H

B
) 

Screw
 collar 

 
 

Zinc high pressure diecasting 
 

 
 

 
satin nickel or black chrom

e 
Screen  

 
 

Spring Steel, 3 m
icrons silver 

 
 

 
 

anti-tarnish 
Interchangeable  

 
Spring on coloured rings 

C
onnector ident 

 
A

cetal (U
L 94 H

B
) 

Ident options 
 

 
B

lack, B
row

n, R
ed, O

range, Y
ellow

, 
 

 
 

 
G

reen, B
lue, V

iolet, G
rey, W

hite 
O

perating Tem
p 

 
-30

�C
 to +80

�C
 

Insertion force  
 

20N
 

W
ithdraw

al force 
 

10N
 

M
in N

o. insertions 
 

5000 
 Electrical Properties 
N

um
ber of contacts 

 
3, 4 or 5 

R
ated current per contact 

16, 10 or 7.5 A
m

ps 
M

axim
um

 w
ire size 

 
14, 14 or 14 A

W
G

 
(solid)  

 
 

2.5, 2.5, 2.5 m
m

2 

C
ap. B

etw
een contacts 

4, 7 or 7 pF 
R

ated voltage  
 

250 V
olts ac 

Test voltage 
 

 
1500 V

olts ac 
C

ontact resistance 
 

3m
 �

 
Insulation resistance 

 
1G

 �
 

N
ickel

Black
N

ickel 
Black

3-W
ay

701-0300
709-0300

705-0300
713-0300

4-W
ay

701-0400
709-0400

705-0400
713-0400

5-W
ay

701-0500
709-0500

705-0500
713-0500

D
eltron Part N

o
Silver C

ontacts
G

old C
ontacts


