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Impedance 50 ohm
Frequency Range 0—-12.4 CGHz
Working Voltage RG—-178:170 VRMS max.
RG—-316:250 VRMS max.
Dielectric Withstanding Voltage | RG—178:500 VRMS min.
RG—-316:750 VRMS min.
| Straight 1.3 max.
D L
Xsﬁ\ Right Angle 1.5 max.
Centact Center Contact 6 Milliohms Max.
| Resistance | Quter Contact 2 Milliohms Max.
CONNECTORS CABLES Insdlateir”Resistance 5000 Megohms min.
! ‘N
APRD: UNLESS OTHERWISE —
SPECIFIED TOLERANCES
0.5-6 = 0.2 -
SPECIALISTS LTD. CHKD: 5300190 = 196 CONTACT PIN PHOSPHOR BRONZE GOLD
TITLE: SMA FEMALE PANEL MOUNT 1207518 = 21 INSULATOR TEFLON WHITE
DR: ANGLES = 5 WASHER BRASS GOLD
» INSULATOR TEFLON WHITE
PART NO: SMAPAJEXTD4HG DATE: 10/03/12” |[UNIT: mm BODY —— BRASS GOLD
DRAWING NO: 53012—060(S012B002) | 055 | SHEET: SCALE: 4/1 NO. | DESCRIPTION MATERIAL FINISH

ISO 9001 certificate




