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colored value means:

still under test target value

Value Unit

50 [Ω]

6 [GHz]

Return loss

1 GHz    >35 [dB]

2 GHz    >32 [dB]

4 GHz    >28 [dB]

6 GHz    >21 [dB]

30 [GΩ]

Centre contact 2,19 [mΩ]

Outer contact 0,45 [mΩ]

1 [A]

170 [V]

1500 [V]

Value Unit

 5 - 15 [N]

 6 - 15 [N]

500 -

Contact resistance

Remarks

Proof voltage

Operating voltage

Contact current max. (DC)

Insulation resistance

Engagement force

Remarks

Description:

Part Number:

Operating frequency up to

p.c.b. mount jack

Mating cycles

Mechanical characteristics:

Design according to: CECC 22340

Electrical characteristics:

1683.09.2610.001

Picture

Separating force

Impedance ( MIL-C- 39012B)
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Notes:

Rev. Date Alteration Signature

a 06.07.2006 Return loss Schwaer

b 16.06.2009 Solder layout + packaging Pölz

JEDEC J-STD-020C look at page 4Solder profile:

IEC 60068-2-30-Db

0,2µm Au

1,3µm Au

-

Brass

IEC 60068-2-61

IEC 60068-2-2-Ba

IEC 60068-2-1-Aa

Remarks

Copper beryliumCentre contact

Insulator PTFE

p.c.b. mount jack

Material & plating: RoHS (2002/95/EC) conform

Material

1. Dry heat

2. Damp heat, cyclic, 1 cycle

3. Cold

Environmental influences:

Part Number: 1683.09.2610.001

Update historie

4. Damp heat, cyclic, 6 cycles

Description:

Housing

Operating temperature range

Plating

IEC 60068-2-30-Db

Standard

 -55°C up to +125°C

Climatic sequence:
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Solderpad -Layout ( recommended ):

Part Number: 1683.09.2610.001

Description: p.c.b. mount jack
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Formblatt-Nr.: Form-TK-012b

Solder profile:

Part Number: 1683.09.2610.001

Description: p.c.b. mount jack
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Packaging:

Formblatt-Nr.: Form-TK-012b

Part Number: 1683.09.2610.001

Description: p.c.b. mount jack

Packaging:

Tape and reel
2000 parts per reel
125 pcs/m
reeldiameter: 330mm


