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12.7 HEX(D) / MOUNTING HOLE
1.4(C) 7.6 REF
12.4(B) 9.78
27.6(A)
CONNECTORS CABLES NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. BRASS PER QQ-B-626
_ 2. NICKEL PL 70 MIN THICK OVER COPPER STRIKE
1. MAX. PANEL THICKNESS=2mm 3. GOLD PL FLUSH OVER NICKEL PL 70 MIN THICK OVER
COPPER STRIKE
== \ 4. PHOSPHOR BRONZE PER QQ-B—750
APRD: UNLESS OTHERWISE
R NUT NOTE 1 NOTE 2 |KA/2005/10527\ KA/2005/60362
SPECIALISTS LTD. CHKD: S300150 = 106 TAG SS41 NOTE 2 |KA/2005/10523\ KA/2005/60362
TITLE: TNC FEMALE BULKHEAD 31207315 = &1 WASHER SS41 NOTE 2 [KA/2005/10523\ KA/2005/60362
DR: ANGLES = +5 CONTACT PIN | NOTE 4 NOTE 3 |KA/2005/10526\ KA/2005/30993
. - - - INSULATOR DELRIN NATURAL KA/2005/10531
PART NO: TBJSSS0 DATE: 04/29/09" |UNIT: mm BODY NOTE 1 NOTE 2 |KA/2005/10527\ KA/2005/60362
DRAWING NO: _uw SHEET: SCALE: 3/1 NO.[ DESCRIPTION | MATERIAL FINISH SGS REPORT NO

ISO 9001 certificate
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