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NOTES: FINISH (PLATING THICKNESS IN MICRO—INCHES)
1. CRIMPED CONTACT PIN 1. BRASS PER QQ-B-626
HEX CRIMP SIZE .100” 2. NICKEL PL 70 MIN THICK OVER COPPER STRIKE
3. GOLD PL 3 MIN OVER NICKEL PL 70 MIN THICK
OVER COPPER STRIKE
CONNECTORS CABLES 4. TEFLON MIL—P—19468
5. PHOSPHOR BRONZE PER QQ-B-750
3 i |
APRD: UNLESS OTHERWISE |
SPECIFIED TOLERANCES
0.5-6 = £0.2 BRAID HOLDER NOTE 1 NOTE 2
SPECIALISTSLTD. CHKD: 300150 = 106 INSULATOR NOTE 4 WHITE
TITLE: N DIRECT SOLDER JACK 1207815 = £1 CONTACT PIN _—~_> NOTE 5 NOTE 3
(FOR .085", .086") DR: ANGLES = #5° BODY NOTE 1 NOTE 2
= INSULATOR NOTE 4 WHITE
PART NO: NJDS405 DATE: 03/12/10" [UNIT: mm BODY —— NOTE T NOTE 2
DRAWING NO: |O37 SHEET: SCALE: 2.5/1 [NO.| DESCRIPTION MATERIAL FINISH

ISO 9001 certificate



Accounts
Rectangle


